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Dreambox DM8000

FIRST STAGE 1.10 {BO23456}

2ND STAGE OK, build #84 (2011-09-01)

0.000  - BCM board setup

Configure MEMC1_2........ Done

0.039  - fp init

FP version 7 detected

0.106  - ca init

0.600  - load config

dCA: not existent, loading defaults

1.182  - config loaded.

 * press [S] to enter setup

OLED found!

lcd: BOOT #84

 - NAND PROBE: 2c da 80 95 (normal)

 - read config file: /boot/secondstage.conf

detected jffs2 blocksize: 128kb

++++++++++++++++++UUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUUU

dreamupd initialized

Scanning JFFS2 FS: . done.

find_inode failed for name=secondstage.conf

load: Failed to find inode

 - failed to open /boot/secondstage.conf

 - failed to open /cf/autorun.bat

USB wait failed.

waiting for USB failed!

 - failed to open /boot/autoexec_dm8000.bat

no valid boot source found. press any key to enter setup.

lcd: *** STOP ***

nand-set-pen

Writing to flash memory, please do not turn off power!

Null, close

LOSE requested (1)

CLOSE requested (1)

dynamic CA: 23 01 01 20 04 c0 a8 b2 16 21 04 ff ff ff 00 22 04 c0 a8 b2 01 27 01

 0a 24 01 00 28 01 14 01 01 00 46 01 00 47 01 00 33 01 fe 32 01 00 19 01 01 18 0

1 01 11 01 01 10 00 13 01 00 12 00 15 01 00 14 00 17 01 05 16 14 2f 61 75 74 6f

65 78 65 63 5f 64 6d 38 30 30 30 2e 62 61 74 1b 01 00 1a 3c 63 6f 6e 73 6f 6c 65

 3d 74 74 79 53 30 2c 31 31 35 32 30 30 20 72 6f 6f 74 3d 2f 64 65 76 2f 6d 74 6

4 62 6c 6f 63 6b 33 20 72 6f 6f 74 66 73 74 79 70 65 3d 6a 66 66 73 32 20 72 77

02 01 00 45 01 00 ff 02 00 58
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(c) 2007,2008 Dream Multimedia GmbH. All rights reserved.

Dreambox DM8000

FIRST STAGE 1.10 {BO23456}

2ND STAGE OK, build #84 (2011-09-01)

0.000  - BCM board setup

Configure MEMC1_2........ Done

0.039  - fp init

FP version 7 detected

0.106  - ca init

0.600  - load config

1.179  - config loaded.

 * press [S] to enter setup

OLED found!

lcd: BOOT #84

 - NAND PROBE: 2c da 80 95 (normal)

 - read config file: /boot/secondstage.conf

detected jffs2 blocksize: 128kb

+++++++++++++++++++++++++UUUUUUUUUUUUUUUUUUUUUUUUUUUUUUU

dreamupd initialized

Scanning JFFS2 FS: . done.

find_inode failed for name=secondstage.conf

load: Failed to find inode

 - failed to open /boot/secondstage.conf

 - failed to open /cf/autorun.bat

lcd: /boot/bootlogo-dm8000.elf.gz

bootlogo size: 35912

Supported modes: !PAL_B !PAL_B1 !PAL_D !PAL_D1 PAL_G !PAL_H !PAL_K !PAL_I !PAL_N

 !PAL_NC !SECAM_L !SECAM_B !SECAM_G !SECAM_D !SECAM_K !SECAM_H 1080i !1080p 720p

 480p 1080i_50Hz 1080p_24Hz 1080p_25Hz 1080p_30Hz !1080p_50Hz !1250i_50Hz 720p_5

0Hz 576p_50Hz DVI_640x480p DVI_800x600p DVI_1024x768p !DVI_1280x720p_50Hz !DVI_1

280x720p !DVI_1280x720p_ReducedBlank !DVI_640x480p_70Hz !DVI_640x480p_72Hz !DVI_

640x480p_75Hz !DVI_640x480p_85Hz !DVI_1280x720p_70Hz !DVI_1280x720p_72Hz !DVI_12

80x720p_75Hz !DVI_1280x720p_85Hz !DVI_1920x1080p_60Hz_Red !Custom0 !Custom1

best supported mode is 25

using 1920x1080i (50.00 Hz)

HDMI

using colorspace: 1

create surface 1920 1080

Using the Small jpeg decoder library, Copyright (c) 2006, Luc Saillard <luc@sail

lard.org>

parsing JPEG header..

Virtual FB Size: 1280x720

lcd: /boot/vmlinux-3.2-dm8000.gz

[    0.000000] Linux version 3.2-dm8000 (newnigma2@nn2build.newnigma2.to) (gcc v

ersion 4.6.4 20120303 (prerelease) (GCC) ) #1 SMP Sun Jan 26 14:24:39 CET 2014

[    0.000000] Fetching vars from bootloader...

[    0.000000] Early serial console at MMIO32 0x10400b00 (options '115200n8')

[    0.000000] bootconsole [uart0] enabled

[    0.000000] Options: sata=1 enet=1 emac_1=0 no_mdio=0 docsis=0 pci=1 smp=1 mo

ca=0 usb=1

[    0.000000] Using 256 MB RAM (from straps)

[    0.000000] Fetch var 'memsize' = '154'

[    0.000000] CPU revision is: 0002a042 (Brcm4380)

[    0.000000] FPU revision is: 00130001

[    0.000000] Determined physical RAM map:

[    0.000000]  memory: 10000000 @ 00000000 (usable)

[    0.000000] bmem: adding 148 MB LINUX region at 5 MB (0x0941e000@0x005e2000)

[    0.000000] bmem: adding 102 MB RESERVED region at 154 MB (0x06600000@0x09a00

000)

[    0.000000] Zone PFN ranges:

[    0.000000]   Normal   0x00000000 -> 0x00010000

[    0.000000] Movable zone start PFN for each node

[    0.000000] early_node_map[1] active PFN ranges

[    0.000000]     0: 0x00000000 -> 0x00010000

[    0.000000] On node 0 totalpages: 65536

[    0.000000] free_area_init_node: node 0, pgdat 8058b000, node_mem_map 8100000

0

[    0.000000]   Normal zone: 512 pages used for memmap

[    0.000000]   Normal zone: 0 pages reserved

[    0.000000]   Normal zone: 65024 pages, LIFO batch:15

[    0.000000] PERCPU: Embedded 7 pages/cpu @81203000 s5440 r8192 d15040 u32768

[    0.000000] pcpu-alloc: s5440 r8192 d15040 u32768 alloc=8*4096

[    0.000000] pcpu-alloc: [0] 0 [0] 1

[    0.000000] Built 1 zonelists in Zone order, mobility grouping on.  Total pag

es: 65024

[    0.000000] Kernel command line: ubi.mtd=root root=ubi0:rootfs rootfstype=ubi

fs rw console=null debug bmem=102M@154M

[    0.000000] PID hash table entries: 1024 (order: 0, 4096 bytes)

[    0.000000] Dentry cache hash table entries: 32768 (order: 5, 131072 bytes)

[    0.000000] Inode-cache hash table entries: 16384 (order: 4, 65536 bytes)

[    0.000000] Primary instruction cache 32kB, VIPT, 2-way, linesize 64 bytes.

[    0.000000] Primary data cache 64kB, 4-way, VIPT, cache aliases, linesize 64

bytes

[    0.000000] Memory: 149348k/262144k available (4705k kernel code, 112796k res

erved, 972k data, 220k init, 0k highmem)

[    0.000000] Hierarchical RCU implementation.

[    0.000000] NR_IRQS:128

[    0.000000] Measuring MIPS counter frequency...

[    0.000000] Detected MIPS clock frequency: 405 MHz (202.508 MHz counter)

[    0.000000] Console: colour dummy device 80x25

[    0.001000] Calibrating delay loop... 403.45 BogoMIPS (lpj=201728)

[    0.013000] pid_max: default: 32768 minimum: 301

[    0.014000] Mount-cache hash table entries: 512

[    0.017000] SMP: Booting CPU1...

[    0.018000] CPU revision is: 0002a042 (Brcm4380)

[    0.018000] FPU revision is: 00130001

[    0.018000] Primary instruction cache 32kB, VIPT, 2-way, linesize 64 bytes.

[    0.018000] Primary data cache 64kB, 4-way, VIPT, cache aliases, linesize 64

bytes

[    0.029000] SMP: CPU1 is running

[    0.029000] Brought up 2 CPUs

[    0.030000] devtmpfs: initialized

[    0.034000] NET: Registered protocol family 16

[    0.036000] PCI2.3->SDRAM window: 256 MB

[    0.043000] bio: create slab <bio-0> at 0

[    0.045000] SCSI subsystem initialized

[    0.046000] libata version 3.00 loaded.

[    0.047000] usbcore: registered new interface driver usbfs

[    0.048000] usbcore: registered new interface driver hub

[    0.049000] usbcore: registered new device driver usb

[    0.050000] Advanced Linux Sound Architecture Driver Version 1.0.24.

[    0.051000] pci 0000:00:01.0: [168c:ff16] type 0 class 0x000200

[    0.052000] PCI: found device 168c:ff16 on PCI2.3 bus, slot 1 (irq 33)

[    0.053000] pci 0000:00:01.0: reg 10: [mem 0x00000000-0x0000ffff]

[    0.054000] pci 0000:00:01.1: [168c:ff96] type 0 class 0x000700

[    0.055000] PCI: found device 168c:ff96 on PCI2.3 bus, slot 1 (irq 33)

[    0.056000] pci 0000:00:01.1: reg 10: [io  0x0000-0x0007]

[    0.057000] pci 0000:00:01.1: reg 14: [mem 0x00000000-0x00000fff]

[    0.058000] pci 0000:00:01.0: BAR 0: assigned [mem 0xd0000000-0xd000ffff]

[    0.059000] pci 0000:00:01.0: BAR 0: set to [mem 0xd0000000-0xd000ffff] (PCI

address [0xd0000000-0xd000ffff])

[    0.060000] pci 0000:00:01.1: BAR 1: assigned [mem 0xd0010000-0xd0010fff]

[    0.061000] pci 0000:00:01.1: BAR 1: set to [mem 0xd0010000-0xd0010fff] (PCI

address [0xd0010000-0xd0010fff])

[    0.062000] pci 0000:00:01.1: BAR 0: assigned [io  0x0400-0x0407]

[    0.063000] pci 0000:00:01.1: BAR 0: set to [io  0x0400-0x0407] (PCI address

[0x400-0x407])

[    0.064000] pci 0000:01:00.0: [14e4:8602] type 0 class 0x000101

[    0.065000] PCI: found device 14e4:8602 on SATA bus, slot 0 (irq 42)

[    0.066000] pci 0000:01:00.0: reg 24: [mem 0x00000000-0x00000fff]

[    0.067000] pci 0000:01:00.0: reg 30: [mem 0x00000000-0x000007ff pref]

[    0.068000] pci 0000:01:00.0: BAR 5: assigned [mem 0x10510000-0x10510fff]

[    0.069000] pci 0000:01:00.0: BAR 5: set to [mem 0x10510000-0x10510fff] (PCI

address [0x10510000-0x10510fff])

[    0.070000] pci 0000:01:00.0: BAR 6: assigned [mem 0x10511000-0x105117ff pref

]

[    0.071000] Switching to clocksource upg

[    0.085000] NET: Registered protocol family 2

[    0.090000] IP route cache hash table entries: 2048 (order: 1, 8192 bytes)

[    0.097000] TCP established hash table entries: 8192 (order: 4, 65536 bytes)

[    0.105000] TCP bind hash table entries: 8192 (order: 4, 65536 bytes)

[    0.112000] TCP: Hash tables configured (established 8192 bind 8192)

[    0.119000] TCP reno registered

[    0.122000] UDP hash table entries: 128 (order: 0, 4096 bytes)

[    0.128000] UDP-Lite hash table entries: 128 (order: 0, 4096 bytes)

[    0.135000] NET: Registered protocol family 1

[    0.140000] RPC: Registered named UNIX socket transport module.

[    0.146000] RPC: Registered udp transport module.

[    0.151000] RPC: Registered tcp transport module.

[    0.156000] RPC: Registered tcp NFSv4.1 backchannel transport module.

[    0.162000] PCI: CLS 0 bytes, default 64

[    0.170000] JFFS2 version 2.2. (NAND) (SUMMARY)  Â© 2001-2006 Red Hat, Inc.

[    0.178000] SGI XFS with security attributes, large block/inode numbers, no d

ebug enabled

[    0.187000] msgmni has been set to 291

[    0.193000] io scheduler noop registered

[    0.197000] io scheduler cfq registered (default)

[    0.202000] Serial: 8250/16550 driver, 4 ports, IRQ sharing disabled

[    0.230000] serial8250.0: ttyS0 at MMIO 0x10400b00 (irq = 22) is a 16550A

[    0.238000] PCI: Enabling device 0000:00:01.1 (0000 -> 0003)

[    0.244000] Data bus error, epc == 8030b254, ra == 8030e7f4

[    0.249000] Oops[#1]:

[    0.252000] Cpu 0

[    0.254000] $ 0   : 00000000 10008700 c0010001 00000001

[    0.259000] $ 4   : 805d7e8c 00000001 c000fc00 80570a54

[    0.265000] $ 8   : 00000001 802c2990 00000000 00000020

[    0.270000] $12   : 00000000 81203444 812034e0 3b9aca00

[    0.275000] $16   : 805d7e8c ffffffff 00000001 10008701

[    0.281000] $20   : 80580000 00000004 80580000 00000000

[    0.286000] $24   : 00000001 803188b4

[    0.292000] $28   : 89430000 89431b60 00000000 8030e7f4

[    0.297000] Hi    : 00000001

[    0.300000] Lo    : a5294a7f

[    0.303000] epc   : 8030b254 io_serial_in+0x20/0x28

[    0.308000]     Not tainted

[    0.311000] ra    : 8030e7f4 serial8250_config_port+0x188/0xce0

[    0.317000] Status: 10008702    KERNEL EXL

[    0.322000] Cause : 8080001c

[    0.325000] PrId  : 0002a042 (Brcm4380)

[    0.328000] Modules linked in:

[    0.332000] Process swapper/0 (pid: 1, threadinfo=89430000, task=8942fa78, tl

s=00000000)

[    0.340000] Stack : 89606cd0 8011d848 000000d0 802b7610 89602608 89431b70 805

d7e8c 8057b8cc

[    0.348000]         89606c90 89606cd0 80580000 00000004 80580000 00000000 000

00000 8030832c

[    0.357000]         89605380 802b64d8 80580000 89602600 89602600 80314874 000

00006 89602624

[    0.366000]         89602624 802b6478 8057b8cc 802b7dbc 89606c90 803148cc 000

00000 89431c40

[    0.375000]         805d7e8c 805d7e8c 89606c90 80314920 00000000 00001af7 894

30000 89431c20

[    0.383000]         ...

[    0.386000] Call Trace:

[    0.388000] [<8030b254>] io_serial_in+0x20/0x28

[    0.393000] [<8030e7f4>] serial8250_config_port+0x188/0xce0

[    0.399000] [<8030832c>] uart_add_one_port+0x15c/0x3f4

[    0.404000] [<8030c894>] serial8250_register_port+0x1f0/0x2d0

[    0.410000] [<80310cb0>] pciserial_init_ports+0xcc/0x1e0

[    0.416000] [<8048f42c>] pciserial_init_one+0x140/0x190

[    0.421000] [<802df5b0>] pci_device_probe+0xc0/0x150

[    0.426000] [<80317a88>] driver_probe_device+0xa0/0x1d4

[    0.432000] [<80317c78>] __driver_attach+0xbc/0xc4

[    0.437000] [<803169a4>] bus_for_each_dev+0x68/0xb0

[    0.442000] [<803172e4>] bus_add_driver+0x1c8/0x2a4

[    0.447000] [<8031800c>] driver_register+0x8c/0x16c

[    0.452000] [<802dfbac>] __pci_register_driver+0x58/0xfc

[    0.457000] [<80001570>] do_one_initcall+0x160/0x1f0

[    0.462000] [<8058d9f4>] kernel_init+0xd8/0x160

[    0.467000] [<800063c8>] kernel_thread_helper+0x10/0x18

[    0.472000]

[    0.474000]

[    0.474000] Code: 00c21021  00431021  90420000 <03e00008> 304200ff  3c03804a

 8c820004  8c63b5f0  90840031

[    0.486000] ---[ end trace 109aedc6ac9ff7b2 ]---

[    0.490000] Kernel panic - not syncing: Attempted to kill init!

[    0.497000] Rebooting in 180 seconds..
